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(57) ABSTRACT

A display device includes a liquid crystal display with an
integrated touch screen panel including a first substrate hav-
ing a plurality of gate wires and a plurality of data wires and
having a plurality of pixels. Each pixel includes a thin film
transistor and a pixel electrode. The display device also
includes a second substrate opposite to the first substrate, an
insulating layer on the pixel electrode, a plurality of transpar-
ent electrodes arranged in a first direction on the insulating
layer, a plurality of metal electrodes forming coupling parts
attached to predetermined sides of the transparent electrodes
and forming driving wires that receive driving signals, a plu-
rality of sensing electrodes arranged on the second substrate
in a second direction that intersects the first direction, and a
liquid crystal layer between the first substrate and the second
substrate.

18 Claims, 8 Drawing Sheets
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LIQUID CRYSTAL DISPLAY INTEGRATED
TOUCH SCREEN PANEL

CROSS-REFERENCE TO RELATED
APPLICATION

This application claims priority to and the benefit of
Korean Patent Application No. 10-2010-0110270, filed on
Now. 8, 2010, in the Korean Intellectual Property Office, the
entire content of which is incorporated herein by reference.

BACKGROUND

As the interest in information displays increases and
requirements for using portably information devices
increase, a research about flat panel displays replacing the
existing cathode ray tubes has been increasingly conducted
and more products have been commercialized. For example,
a liquid crystal display, which is a type of flat panel display
devices, has been developed. The liquid crystal display may
display an image using, e.g., optical anisotropy of a liquid
crystal, and may have high resolution, color display, and
image quality. The liquid crystal display may be used, e.g., for
notebooks and desktop monitors. The liquid crystal display
may also have a touch screen function that allows a user’s
commands to be inputted by selection on the screen.

SUMMARY

Embodiments may be realized by providing a liquid crystal
display with an integrated touch screen panel, which includes
a first substrate equipped with a plurality of gate wires and a
plurality of data wires and having a plurality of pixels each
including a thin film transistor and a pixel electrode; a second
substrate opposite to the first substrate; an insulating layer on
the pixel electrode; a plurality of transparent electrodes
arranged in a first direction on the insulating layer; a plurality
of' metal electrodes forming coupling parts attached to prede-
termined sides of the transparent electrodes and driving wires
receiving driving signals; a plurality of sensing electrodes
arranged in a second direction interesting the first direction,
on the second substrate; and a liquid crystal layer between the
first substrate and the second substrate.

Further, the coupling part may have an opening.

Further, the transparent electrodes may have a plurality of
slits.

Further, the transparent electrodes may be made of ITO
(Indium Tin Oxide).

Further, the thin film transistor may have a first electrode
connected with the data wire, a gate electrode connected with
the gate wire, and a second electrode connected to the pixel
electrode.

Further, the liquid crystal display integrated touch screen
panel may further include a driving electrode driving unit that
sequentially supplies driving signals to driving wires of the
metal electrodes.

Further, the liquid crystal display integrated touch screen
panel may further includes a first polarizer and a second
polarizer that are attached to the outer sides of the first sub-
strate and the second substrate, respectively, and a window
attached to the outer side of the second polarizer.

Further, the sensing electrodes may be formed between the
second substrate and the window.

The liquid crystal display integrated touch screen panel
may further includes a black matrix under the first substrate
and color filter patterns.

10

15

20

25

30

35

40

45

50

55

60

65

2

Further, the liquid crystal display integrated touch screen
panel may further include a backlight providing light, under
the first substrate.

BRIEF DESCRIPTION OF THE DRAWINGS

Features will become apparent to those of ordinary skill in
the art by describing in detail exemplary embodiments with
reference to the attached drawings in which:

FIG. 1 illustrates a block diagram of a liquid crystal display
integrated touch screen panel, according to an exemplary
embodiment.

FIG. 2 illustrates a cross-sectional view of an area of a
liquid crystal display integrated touch screen panel, accord-
ing to an exemplary embodiment.

FIG. 3 illustrates a view of a metal electrode and a trans-
parent electrode, which are separated.

FIG. 4 illustrates a view of an assembly of the transparent
electrode and the driving electrode shown in FIG. 2.

FIG. 5 illustrates a cross-sectional view of an area of a
liquid crystal display integrated touch screen panel, accord-
ing to an exemplary embodiment.

FIG. 6 illustrates a view of an assembly of the transparent
electrode and the driving electrode shown in FIG. 5.

FIG. 7 illustrates a view of an arrangement of a sensing
electrode, a transparent electrode, and a metal electrode.

FIG. 8 illustrates a cross-sectional view of an area of a
liquid crystal display with an integrated touch screen panel,
according to an exemplary embodiment.

DETAILED DESCRIPTION

Korean Patent Application No. 10-2010-0110270, filed on
Now. 8, 2010, in the Korean Intellectual Property Office, and
entitled: “Liquid Crystal Display integrated Touch Screen
Panel” is incorporated by reference herein in its entirety.

Example embodiments will now be described more fully
hereinafter with reference to the accompanying drawings;
however, they may be embodied in different forms and should
not be construed as limited to the embodiments set forth
herein. Rather, these embodiments are provided so that this
disclosure will be thorough and complete, and will fully
convey the scope of the invention to those skilled in the art.

Connection of a part with another part includes direct con-
nection and electric connection of the parts with another
device therebetween. Further, the parts not related to the
present invention are removed in order to make the descrip-
tion of the present invention clear, and like components are
given like reference numerals throughout the specification. In
the figures, the dimensions of layers and regions may be
exaggerated for clarity of illustration.

Hereinafter, exemplary embodiments are described with
reference to the accompanying drawings.

FIG. 1illustrates a block diagram showing a display having
a liquid crystal display with an integrated touch screen panel
according to an exemplary embodiment, and FIG. 2 illustrates
a cross-sectional view showing an area of the display includ-
ing the liquid crystal display with an integrated touch screen
panel according to a first exemplary embodiment. In particu-
lar, FIG. 2 illustrates a cross-sectional view taken along the
axis A-B in FIG. 4.

A liquid crystal display with an integrated touch screen
panel, according to an exemplary embodiment, may include a
first substrate 10 and a second substrate 20. Between the first
and second substrates 10 and 20 may be an insulating layer
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40, a plurality of transparent electrodes 50, a plurality of
metal electrodes 60, a plurality of sensing electrodes 70, and
a liquid crystal layer 80.

The first substrate 10 may be an array substrate, on which
gate wires G1to Gn and data wires D1 to Dm may be arranged
to intersect each other. A plurality of pixels P, e.g., each
including a thin film transistor TFT and a pixel electrode 30,
may be disposed on the first substrate 10.

A backlight 300 providing light to display an image may be
disposed under the first substrate 10

Referring to FIG. 1, the first substrate 10 may have a
display area with the pixels P and a non-display area with
various driving units and wires. A gate driving unit 3 may
supply gate signals to the gate wires G1 to Gn. A data driving
unit 4 may supply data signals to the data wires D1 to Dm. A
driving electrode driving unit 5 may supply driving signals to
the transparent electrodes 50 and metal electrodes 60. A tim-
ing control unit 6 may control the gate driving unit 3, the data
driving unit 4, and the driving electrode driving unit 5 in the
non-display area.

The thin film transistors TFT may be at the intersections of
the gate wires G1 to Gn and the data wires D1 to Dm, respec-
tively, in connection with the pixel electrodes 30 in the pixels
P.

Referring to FIG. 2, the thin film transistor TFT may
include a gate electrode 115 connected with a gate line, a first
electrode 133 (e.g. a source electrode), a second electrode 135
(e.g. a drain electrode), and a semiconductor layer 123
between the gate electrode 115 and the first and second elec-
trodes 133 and 135. The semiconductor layer 123 may
include an active layer 1234 and an ohmic contact layer 1234.

A gate insulating layer 120 may be on the gate electrode
115, a passivation layer 140 may be on and in between the first
and second electrodes 133 and 135. The passivation layer 140
may have a contact hole 143 exposing the second electrode
135.

The pixel electrode 30 may be on the passivation layer 140
and may be connected with the second electrode 135 through
the contact hole 143.

The image display operation of the liquid crystal display
with an integrated touch screen panel having the structure
described above is simply described below.

First, when a gate signal is transmitted to the gate electrode
115 of the thin film transistor TFT in the pixel P, the active
layer 1234 may be activated and the first electrode 133 may
transmit the data signal transmitted from the data wire 130
connected with the first electrode 133 to the second electrode
135 at a predetermined distance through the active layer 123a
thereunder.

Since the second electrode 135 may be electrically con-
nected with the pixel electrode 30 through the contact hole
143, the voltage of the data signal may be applied to the pixel
electrode 30. Therefore, the liquid crystal molecules in the
liquid crystal layer 80 may be rearranged by the voltage
corresponding to a difference between the voltage applied to
the pixel electrode 30 and the voltage applied to the metal
electrode 60, such that a predetermined image is displayed.

The insulating layer 40 may be on the pixel electrode 30.
The transparent electrodes 50 and the metal electrodes 60
may be on the insulating layer 40. For example, referring to
FIG. 2, when the transparent electrodes 50 may be patterned
first on, e.g., directly on, the insulating layer 40 and the metal
electrodes 60 may be formed on the transparent electrodes 50.

FIG. 3 illustrates a schematic view showing separated
metal electrodes 60 and transparent electrodes 50. FIG. 4
illustrates a view showing an assembly of the transparent
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electrodes 50 and the metal electrodes 60 according to the
exemplary embodiment shown in FIG. 2.

The transparent electrodes 50 may be arranged in a first
direction on the insulating layer 40. The transparent elec-
trodes 50 are made of a transparent conductive material, and
the transparent electrodes 50 may be made of ITO (Indium
Tin Oxide). The transparent electrodes 50 may be arranged to
correspond to respective pixels P in the display area.

The transparent electrodes 50 may each have a plurality of
slits 52 to, e.g., generate a fringe electric field with the pixel
electrode 30 in corresponding pixel P, as shown in FIG. 4.
Although FIG. 4 shows when each pixel 3 corresponds to
three slits 52, this is just an embodiment and may be modified
in various ways.

The metal electrodes 60 may be composed of a coupling
part 62 at one side of the transparent electrode 50 and a
driving wire 64 receiving a driving signal from the driving
unit 5.

The coupling unit 62 may have an opening therein to trans-
mit light from the backlight unit 300. The coupling unit 62
may be attached to the transparent electrode 50, such the
coupling unit 62 may be in the display area with the pixel P
and the driving wire 64 may be in the non-display area.

Referring to FIG. 4, when the metal electrode 60 is attached
to the top of the transparent electrode 50, the edge of the
transparent electrode 50 may be attached to the bottom of the
coupling part 62 of the metal electrode 60 and the slits 52 may
be exposed upward through the opening 66 in the metal
electrode 60.

FIG. 5 illustrates a cross-sectional view showing an area of
a liquid crystal display integrated touch screen panel accord-
ing to a second exemplary embodiment. FIG. 6 illustrates a
view showing an assembly of the transparent electrode and
the driving electrode according to the second embodiment
shown in FIG. 5. In particular, FIG. 5 illustrates a cross-
sectional view taken along the axis C-D in FIG. 6.

Referring to FIG. 5, the metal electrodes 60 may be pat-
terned first on the insulating layer 40 and transparent elec-
trodes 50 may be formed on the transparent electrodes 60. The
other configurations are the same as those in the first embodi-
ment.

Referring to FIG. 6, the edge of the transparent electrode 50
may be attached to the top of the coupling part 62 of the metal
electrode 60.

The second substrate 20 may be a color filter substrate,
opposite to the first substrate 10. The liquid crystal layer 80
may be in between the first substrate 10 and the second
substrate 20.

A black matrix 90 may have a lattice shape surrounding the
pixels P to cover the non-display area, such as the gate wires
G1 to Gn, the data wires D1 to Dm, and the thin film transis-
tors TFT. Color filter patterns 92 of red R, green G, and blue
B may be sequentially and repeatedly arranged to correspond
to the pixels P in the black matrix 90 on the bottom of the
second substrate 20.

The first substrate 10 and the second substrate 20 may be
transparent substrates and may be made of insulating mate-
rial, such as glass, plastic, silicon, or synthetic resin.

A plurality of sensing electrodes 70 may be arranged at a
predetermined distance from each other in the second direc-
tion interesting the first direction, on the top of the second
substrate 20. The sensing electrodes 70 may be made of a
transparent conductive material, e.g. ITO.

As a result, since the driving wire 64 receiving a driving
signal may be made of metal, the resistance may be reduced.
In particular, it is possible to minimize the resistance by
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integrally making the driving wire 64 and the coupling part 62
of' metal and attaching the coupling part 62 to the transparent
electrode 50.

Further, since the driving wires 64 may be made of metal,
a portion of the black matrix 90 on the driving wires 64 may
be removed.

Further, since the insulating layer 40 may be under the
metal electrode 60, it is possible to minimize interference
with the wires, such as the gate wires.

FIG. 7 illustrates a view showing an exemplary arrange-
ment of a sensing electrode, a transparent electrode, and a
metal electrode.

Referring to FIG. 7, the coupled transparent electrodes 50
and the metal electrodes 60 may be arranged in the first
direction, e.g., in a horizontal direction, and the sensing elec-
trodes 70 may be arranged in the second direction, e.g., in a
vertical direction, intersecting the first direction. The coupled
transparent electrodes 50 and the metal electrodes 60 may
become driving electrodes 110 that receive driving signals Sd
in, e.g., a mutual capacitive touch screen panel. In more
detail, the driving electrode 110 may be composed of the
coupling part 62 of a metal electrode 60 and a transparent
electrode 50.

Mutual capacitance may be generated between the driving
electrodes 110 and the sensing electrodes 70, e.g., at the
intersections made by the arrangement of the driving elec-
trodes 110 and the sensing electrode 70. The intersections
where the mutual capacitance is generated may function as
sensing cells that sense a touch.

The mutual capacitance generated by the sensing cells may
generate coupled-sensing signals to the sensing electrodes 70
connected to the sensing cells, when driving signals Sd are
supplied to the driving electrodes 110 connected to the sens-
ing cells. Therefore, when touch occurs, e.g., a person’s fin-
ger, etc, contacts with the liquid crystal display, the mutual
capacitance changes. Accordingly, the sensing signal
changes, thereby recognizing the touch.

The driving electrode driving unit 5 may sequentially sup-
ply driving signals Sd to the driving wires 64 connected with
itself to determine the coordinates of the position touched by
the person. The driving signals Sd may be transmitted to the
driving electrodes 110 through the driving wires 64.

As described above, it is possible to acquire the Y-axis
coordinate of the touch point by sequentially supplying the
driving signals Sd to the driving wires 64 and it is possible to
acquire the X-axis coordinate of the touch point by detecting
sensing signals from the sensing electrodes 70.

FIG. 8 illustrates a cross-sectional view showing an area of
a liquid crystal display integrated touch screen panel accord-
ing to a third exemplary embodiment.

Referring to FIG. 8, in a liquid crystal display integrated
touch screen panel according to the third exemplary embodi-
ment, first and second polarizers 80 and 82 may be attached to
the outer sides of first and second substrates 10 and 20,
respectively. A window 190 as a transparent substrate may be
attached to the polarizer adjacent to the side where an image
is displayed.

According to the third embodiment shown in FIG. 8, a
backlight 300 may be under the first substrate 10, such that an
image may be displayed toward the second substrate 20 and
the window 190 may be attached to the second polarizer 82 by
an adhesive layer 192. In the embodiment shown in FIG. 8,
since the first polarizer 80 is provided, the backlight 300 may
be under the first polarizer 80.

Referring to FIG. 8, since the second polarizer 82 and the
window 190 are provided, the sensing electrodes 70 may be
formed in between the second substrate 20 and the window
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190. Therefore, as a detailed example, as shown in FIG. 8, the
sensing electrodes 70 may be on the top of the second polar-
izer 82, the sensing electrode 70 may be on the bottom of the
window 190. Alternatively, the sensing electrodes 70 may be
on the top of the second substrate 20 or on the bottom of the
second polarizer 82.

Further, a second passivation layer 84 may be under the
color filter patterns 92.

Further to the above, exemplary embodiments relate to a
display including liquid crystal display with an integrated
touch screen panel, and to an integrated touch screen panel
that may reduces and/or minimize resistance of a driving
wire. For example, it is possible to provide a liquid crystal
display integrated touch screen panel which minimizes resis-
tance of driving wires by making the driving wires of metal.

By way of summation of review, types of driving methods
for a liquid crystal display include, e.g., a twist nematic (TN)
type, an in-plane switching (IPS) type, and a fringe field
switching (FFS) type. The fringe field switching type may
display an image by applying a fringe electric field to a liquid
crystal display between opposite substrates. The fringe field
switching type may provide a higher aperture ratio and trans-
mittance than other types.

The liquid crystal display may include a touch screen func-
tion that allows inputting user’s commands by selecting the
instructions on the screen with fingers or objects, due to the
requirement of users for convenient input. Touch screen pan-
els are input devices that may allow for selection of contents
displayed on the screen of an image display device, etc. using
a person’s hand or an object to input commands of a user.

The touch screen panels may be provided on a front face of
the image display device and may convert positions where a
person’s hand or an object directly contacts into electrical
signals. Accordingly, the instruction selected at the contact
point is received as an input signal. The touch screen panels
may be a substitute for separate input devices that are oper-
ated by being connected with the image display device such
as a keyboard and a mouse. Thus, the use field of the touch
screen panels is being expanded gradually.

Types of touch screen panels include, e.g., an ohmic layer
type, a photosensitive type, and capacitive type. A capacitive
type of touch screen panel may convert a contact position into
an electrical signal by, e.g., a conductive sensing pattern that
senses a change in electrostatic capacitance formed with
another sensing pattern around or a grounding electrode,
when a person’s hand or an object contacts the panel.

A touch screen panel may be produced with a liquid crystal
display on the outer side. However, when the touch screen
panel is attached to the outer side of the liquid crystal display,
an adhesive layer may be required between the touch screen
panel and the liquid crystal display, such that the manufac-
turing time and cost may increase. Further, the entire thick-
ness of the liquid crystal display increases due to the touch
screen panel being attached to the outer side of the liquid
crystal display.

Further to the exemplary embodiments discussed above,
embodiments may be realized by providing a display device
including a fringe field switching (FFS) type of a liquid crys-
tal display with an integrated touch screen panel that uses the
common electrode of the liquid crystal display as a driving
electrode of a mutual capacitive touch screen panel. Embodi-
ments may also be realized by providing a liquid crystal
display integrated touch screen panel that reduces and/or
minimizes resistance of a driving wire by making the driving
wire of metal.

Exemplary embodiments have been disclosed herein, and
although specific terms are employed, they are used and are to
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be interpreted in a generic and descriptive sense only and not
for purpose of limitation. Accordingly, it will be understood
by those of ordinary skill in the art that various changes in
form and details may be made without departing from the
spirit and scope of the present invention as set forth in the
following claims.

What is claimed is:

1. A liquid crystal display integrated touch screen panel,

comprising:

a first substrate having a plurality of gate wires and a
plurality of data wires and having a plurality of pixels,
each pixel including a thin film transistor and a pixel
electrode, wherein the thin film transistor includes a first
electrode connected to a data wire of the plurality of data
wires, a gate electrode connected to a gate wire of the
plurality of gate wires, and a second electrode connected
to the pixel electrode;

a second substrate opposite to the first substrate;

an insulating layer on the pixel electrodes;

a plurality of transparent electrodes arranged in a first
direction on the insulating layer;

aplurality of metal electrodes, each metal electrode includ-
ing a coupling part attached to a side of a respective one
of the transparent electrodes such that the coupling part
and the respective one of the transparent electrodes
define a single driving electrode, and each metal elec-
trode including an extending part that extends beyond
the respective one of the transparent electrodes to form a
driving wire that receives a driving signal;

aplurality of sensing electrodes arranged in a second direc-
tion on the second substrate, the second direction inter-
secting the first direction; and

a liquid crystal layer between the first substrate and the
second substrate, the liquid crystal layer being between
the metal electrodes and the sensing electrodes and
between the transparent electrodes and the sensing elec-
trodes,

wherein the pixel electrodes, the transparent electrodes, the
metal electrodes, the sensing electrodes and the liquid
crystal layer are located with respect to each other such
that liquid crystal molecules of the liquid crystal layer
are rearrangeable by a voltage corresponding to a differ-
ence between a voltage applied to the pixel electrodes
and a voltage applied to the transparent electrodes and
the metal electrodes, and such that a touch contact with
the liquid crystal display is recognizable by a change in
mutual capacitance between the sensing electrodes and
the transparent electrodes and the metal electrodes.

2. A liquid crystal display integrated touch screen panel

comprising:

a first substrate having a plurality of gate wires and a
plurality of data wires and having a plurality of pixels,
each pixel including a thin film transistor and a pixel
electrode;

a second substrate opposite to the first substrate;

an insulating layer on the pixel electrodes;

a plurality of transparent electrodes arranged in a first
direction on the insulating layer;

aplurality of metal electrodes, each metal electrode includ-
ing a coupling part attached to a side of a respective one
of the transparent electrodes such that the coupling part
and the respective one of the transparent electrodes
define a single driving electrode, and each metal elec-
trode including an extending part that extends beyond
the respective one of the transparent electrodes to form a
driving wire that receives a driving signal;
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aplurality of sensing electrodes arranged in a second direc-
tion on the second substrate, the second direction inter-
secting the first direction; and

a liquid crystal layer between the first substrate and the
second substrate, the liquid crystal layer being between
the metal electrodes and the sensing electrodes and
between the transparent electrodes and the sensing elec-
trodes, and

wherein,

the coupling part has an opening, and the transparent elec-
trodes have a plurality of slits,

the slits overlap the opening, and

the pixel electrodes, the transparent electrodes, the metal
electrodes, the sensing electrodes and the liquid crystal
layer are located with respect to each other such that
liquid crystal molecules of the liquid crystal layer are
rearrangeable by a voltage corresponding to a difference
between a voltage applied to the pixel electrodes and a
voltage applied to the transparent electrodes and the
metal electrodes, and such that a touch contact with the
liquid crystal display is recognizable by a change in
mutual capacitance between the sensing electrodes and
the transparent electrodes and the metal electrodes.

3. The liquid crystal display integrated touch screen panel
according to claim 1, wherein the transparent electrodes are
made of Indium Tin Oxide.

4. A liquid crystal display integrated touch screen panel,
comprising:

a first substrate having a plurality of gate wires and a
plurality of data wires and having a plurality of pixels,
each pixel including a thin film transistor and a pixel
electrode;

a second substrate opposite to the first substrate;

an insulating layer on the pixel electrodes;

a plurality of transparent electrodes arranged in a first
direction on the insulating layer;

aplurality of metal electrodes, each metal electrode includ-
ing a coupling part attached to a side of a respective one
of the transparent electrodes such that the coupling part
and the respective one of the transparent electrodes
define a single driving electrode, and each metal elec-
trode including an extending part that extends beyond
the respective one of the transparent electrodes to form a
driving wire that receives a driving signal;

aplurality of sensing electrodes arranged in a second direc-
tion on the second substrate, the second direction inter-
secting the first direction;

a liquid crystal layer between the first substrate and the
second substrate; and

a driving electrode driving unit that sequentially supplies
driving signals to driving wires of the metal electrodes,
the liquid crystal layer being between the metal elec-
trodes and the sensing electrodes and between the trans-
parent electrodes and the sensing electrodes,

wherein the pixel electrodes, the transparent electrodes, the
metal electrodes, the sensing electrodes and the liquid
crystal layer are located with respect to each other such
that liquid crystal molecules of the liquid crystal layer
are rearrangeable by a voltage corresponding to a differ-
ence between a voltage applied to the pixel electrodes
and a voltage applied to the transparent electrodes and
the metal electrodes, and such that a touch contact with
the liquid crystal display is recognizable by a change in
mutual capacitance between the sensing electrodes and
the transparent electrodes and the metal electrodes.

5. The liquid crystal display integrated touch screen panel

according to claim 1, further comprising:
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afirst polarizer and a second polarizer attached to the outer
sides of the first substrate and the second substrate,
respectively; and

awindow attached to the outer side of the second polarizer.

6. The liquid crystal display integrated touch screen panel
according to claim 5, wherein the sensing electrodes are
between the second substrate and the window.

7. The liquid crystal display integrated touch screen panel
according to claim 1, further comprising:

a black matrix under the first substrate; and

color filter patterns.

8. The liquid crystal display integrated touch screen panel
according to claim 1, further comprising a backlight under the
first substrate, the backlight providing light for illuminating
the liquid crystal display.

9. The liquid crystal display integrated touch screen panel
according to claim 1, wherein the insulating layer includes a
portion thereof between each pixel electrode and a corre-
sponding transparent electrode.

10. The liquid crystal display integrated touch screen panel
according to claim 1, wherein each coupling part is between
the second substrate and a corresponding transparent elec-
trode.

11. The liquid crystal display integrated touch screen panel
according to claim 10, wherein each coupling part has a
longitudinal direction that parallels a longitudinal direction of
a corresponding transparent electrode, the coupling part and
transparent electrode overlapping each other.

12. The liquid crystal display integrated touch screen panel
according to claim 11, wherein each driving wire is connected
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to a corresponding coupling part, the driving wire having a
longitudinal direction that parallels a longitudinal direction of
the sensing electrodes.

13. The liquid crystal display integrated touch screen panel
according to claim 1, wherein the coupling part is directly on
a corresponding transparent electrode.

14. The liquid crystal display integrated touch screen panel
according to claim 13, wherein the coupling part includes an
edge portion defining an opening in the coupling part, the
opening exposing a portion of the corresponding transparent
electrode, the edge portion being continuous.

15. The liquid crystal display integrated touch screen panel
according to claim 14, wherein the exposed portion of the
corresponding transparent electrode includes a plurality of
slits, a longitudinal direction of the slits being parallel to a
longitudinal direction of the sensing electrodes.

16. The liquid crystal display integrated touch screen panel
according to claim 1, wherein the second substrate is between
the liquid crystal layer and the sensing electrodes.

17. The liquid crystal display integrated touch screen panel
according to claim 1, wherein each metal electrode includes a
coupling part directly stacked on and connected to a respec-
tive one of transparent electrodes, and the stacked coupling
part and respective one of the transparent electrodes define
the single driving electrode, the plurality of metal electrodes
and the plurality of transparent electrode providing a plurality
of single driving electrodes.

18. The liquid crystal display integrated touch screen panel
according to claim 17, wherein the second substrate is
between the single driving electrodes and the sensing elec-
trodes.



